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INTRODUCTION
This National Annex has been prepared by the CYS TC 18: Eurocodes National Standardisation Technical Committee of Cyprus Organisation for Standardisation. (CYS)
[bookmark: _Ref72559624]SCOPE
This National Annex is to be used together with CYS EN 1993-1-8:2024.
This National Annex gives:
Nationally determined parameters for the following clauses of CYS EN 1993-1-8:2024 where National choice is allowed (see Section NA 2)
4.2(4)	
4.3.1(2)	
4.3.2(1)	
5.1.1(3)
5.2(1)
5.9.3(1)
5.9.3(3)
6.2(3)
7.3.1(1)
9.1(5) - 2 choices
A.17.1(2)
B.3.2.2(9)
C.2(5)

Decisions on the use of the Informative Annexes (see Section NA 3).
References to non-contradictory complementary information to assist the user to apply CYS EN 1993-1-8:2024. In this National Annex such information is provided for the following clauses in CYS EN 1993-1-8:2024 (see Section NA 4).
NATIONALLY DETERMINED PARAMETERS
[bookmark: _Toc106257302][bookmark: _Toc126757649]Clause 4.2 (4) Design assumptions
No additional rules for elastic-plastic analysis in the design of joints and plastic global analysis for steel grades higher than S460 are set.
Clause 4.3.1 (2) Structural properties of joints: General
No additional requirements and information on experimental testing are provided.
Clause 4.3.2 (1) Partial Factors
The values for γM are as follows: γM2 = 1,25; γM3 = 1,25 and γM3,ser = 1,1; γM4 = 1,0; γM5 = 1,0; γM6,ser = 1,0; γMu= 1,1.
Clause 5.1.1 (3) Bolts, nuts and washers
No property classes of bolts are excluded.
Clause 5.2 (1) Rivets
No further information is given.
Clause 5.9.3 (1) Bolts in tapped holes
[bookmark: _Ref523408919]No minimum thread engagement length Lt is set.Clause 5.9.3 (3) Bolts in tapped holes
No additional requirements for execution are set.
Clause 6.2 (3) Welding consumables
No restrictions to the use of undermatched filler materials are set.
Clause 7.3.1 (1) Classification of joints: General
No additional information is given on the classification of joints by their stiffness and resistance.

Clause 9.1 (5) Hollow Section joints: General
[bookmark: _Hlt33250047]The values for the material factor  are given in Table 9.1 (CYS)
Table 9.1 (CYS) — Material factors to resistance
	
	

	
	0

	
	

	
	0



The failure modes where the yield strength is limited to 0,8fu0 or 0,8fui are not modified.
Clause A.17.1 (2) Design resistance
No different requirements to account for prying forces in column base plates are set.
Clause B.3.2.2 (9) Beam-to-column joints and beam splices with bolted end plate connections
No further information on the use of Criterion (B.3) is given.
Clause C.2 (5) Scope and field of application
No alternative rules for the design of nominally pinned connections are given.
DECISION ON USE OF THE INFORMATIVE ANNEXES
Not applicable
REFERENCES TO NON-CONTRADICTORY COMPLEMENTARY INFORMATION
None 
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